KOHCTPYKTOPCKOE BIOPO

[(Jopr

OMBITHEIX ~ PABOT

Power splitter PicoR DC1

Technical Data

Frequency range:

Transfer coefficient
in the passband:

Isolation:

Input, output impedance:

VSWR:

Connectors:

1-4GHz
-3,1...-3,6 dB

not less than -15 dB
50 Ohm

<1,5:1

SMA
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Transfer coefficient

The following picture shows Transfer coefficient (dividing) in dB.

-2.5

-3.6

0.5 1 1.5 2 2.9 3 3.5 B 4.5
Frequency (GHz)

«KBOR» No.3, 1-st Shchipkovskiy Lane, Moscow, tel. +7 (499) 235-56-94
uwb-market@uwbs.ru, www.uwbs.ru




KOHCTPYKTOPCKOE BIOPO

[{EOP Power splitter PicoR DC1

OMBITHEIX ~ PABOT

Isolation coefficient between outputs

The following picture shows isolation coefficient between outputs.

05 1 1.5 2 25 3 35 4 45
Frequency (GHz)

«KBOR» No.3, 1-st Shchipkovskiy Lane, Moscow, tel. +7 (499) 235-56-94
uwb-market@uwbs.ru, www.uwbs.ru



[{EOP Power splitter PicoR DC1

OMBITHEIX ~ PABOT

VSWR

The following picture shows VSWR of inputs and output.
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